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(57) ABSTRACT

A method, a system and an evolved nodeB (eNodeB) that
enable user equipment (UE) to switch between carrier groups
in a multi-carrier network. A carrier selection and switching
(CSS) utility identifies a first and a second set of pre-config-
ured groups of carrier frequencies that are subsequently
assigned to a particular UE. The CSS utility notifies the UE of
the assigned, pre-configured groups of carrier frequencies
and provides the UE with system parameters associated with
the first and second pre-configured groups of carrier frequen-
cies. The CSS utility signals the UE to initiate communication
via the first preconfigured group of carriers. Based on the
occurrence of pre-established conditions, the CSS utility uti-
lizes a switch signal to indicate via physical downlink control
channel (PDCCH) to the UE (a) when to begin utilizing the
second group of preconfigured carrier frequencies and (b)
when to make subsequent switches between carrier groups.

23 Claims, 5 Drawing Sheets
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1
METHOD FOR SIGNALING A MOBILE
WIRELESS DEVICE TO SWITCH TO A
PRESET CARRIER IN A MULTI-CARRIER 4G
NETWORK

BACKGROUND

1. Technical Field

The present invention generally relates to wireless commu-
nication systems and in particular to multi-carrier frequency
selection in wireless communication systems.

2. Description of the Related Art

As wireless networks evolve, there is a constant need to
provide continuous and faster access to data networks. There-
fore, in order to meet the need for continuous and faster access
to data networks, wireless communication systems may use
multiple carriers for the transmission and/or reception of data.
A wireless communication system that uses multiple carriers
for the transmission and/or reception of data may be referred
to as a multi-carrier system.

A multi-carrier system may increase the bandwidth avail-
able in a wireless communication system according to how
many carriers are made available. For example, a dual carrier
system may double the bandwidth when compared to a single
carrier system and a tri-carrier system may triple the band-
width when compared to a single carrier system, etc. This
may improve the quality of service (QoS) for end users.

In 3rd Generation Partnership Project (3GPP), Long term
evolution (LTE) Advanced, utilized for cellular 3G services,
communications occur over multiple carriers. LTE technol-
ogy is based on a 3GPP standard that provides for a downlink
speed of up to 100 megabits per second (Mbps) and an uplink
speed of up to 50 Mbps. With multiple antennas, speeds can
reach more than 320 Mbps on the downlink. However, current
LTE standards utilize a handover procedure to switch
between carriers on a multi-carrier system. While the han-
dover procedure within LTE is intended to minimize inter-
ruption time to less than that of circuit-switched handovers in
2G networks, the handover procedure for LTE remains time
consuming due to the number of operations involved within
the steps of handover preparation, execution, and completion.

BRIEF DESCRIPTION OF THE DRAWINGS

The described embodiments will best be understood by
reference to the following detailed description of an illustra-
tive embodiment when read in conjunction with the accom-
panying drawings, wherein:

FIG. 1 provides a block diagram representation of radio
protocol architecture for communication between user equip-
ment (UE) and Evolved Universal Terrestrial Radio Access
Network Node B (eNB) within which the invention is prac-
ticed, according to one embodiment of the invention;

FIG. 2 provides a block diagram representation of a Long
Term Evolution (LTE) configured wireless communication
system having an Evolved Node B (eNodeB), within which
the invention is practiced, according to one embodiment;

FIG. 3 illustrates a message flow sequence between an
eNodeB and a UE in a multicarrier network, according to one
embodiment;

FIG. 4 is a flow chart illustrating the method by which eNB
signals the UE to switch to a predetermined carrier, according
to one embodiment of the invention; and

FIG. 5 is a flow chart illustrating the method by which the
UE receives and sends a request to switch to a carrier, accord-
ing to one embodiment of the invention.
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2
DETAILED DESCRIPTION OF AN
ILLUSTRATIVE EMBODIMENT

The illustrative embodiments provide a method, a system
and an evolved nodeB (eNodeB) for enabling user equipment
(UE) to switch between carrier groups in a multi-carrier net-
work. A carrier selection and switching (CSS) utility identi-
fies a first and a second set of pre-configured groups of carrier
frequencies that are subsequently assigned to a particular UE.
The CSS utility notifies the UE of the assigned, pre-config-
ured groups of carrier frequencies and provides the UE with
system parameters associated with the first and second pre-
configured groups of carrier frequencies. The CSS utility
signals the UE to initiate communication via the first precon-
figured group of carriers. Based on the occurrence of pre-
established conditions, the CSS utility utilizes a switch signal
to indicate via physical downlink control channel (PDCCH)
to the UE (a) when to begin utilizing the second group of
preconfigured carrier frequencies and (b) when to make sub-
sequent switches between carrier groups.

In the following detailed description of exemplary embodi-
ments of the invention, specific exemplary embodiments in
which the invention may be practiced are described in suffi-
cient detail to enable those skilled in the art to practice the
invention, and it is to be understood that other embodiments
may be utilized and that logical, architectural, programmatic,
mechanical, electrical and other changes may be made with-
out departing from the spirit or scope of the present invention.
The following detailed description is, therefore, not to be
taken in a limiting sense, and the scope of the present inven-
tion is defined by the appended claims and equivalents
thereof.

Within the descriptions of the figures, similar elements are
provided similar names and reference numerals as those of
the previous figure(s). Where a later figure utilizes the ele-
ment in a different context or with different functionality, the
element is provided a different leading numeral representa-
tive of the figure number. The specific numerals assigned to
the elements are provided solely to aid in the description and
not meant to imply any limitations (structural or functional or
otherwise) on the described embodiment.

It is understood that the use of specific component, device
and/or parameter names (such as those of the executing util-
ity/logic described herein) are for example only and not
meant to imply any limitations on the invention. The inven-
tion may thus be implemented with different nomenclature/
terminology utilized to describe the components/devices/pa-
rameters herein, without limitation. Each term utilized herein
is to be given its broadest interpretation given the context in
which that terms is utilized.

With reference now to the figures, and beginning with FI1G.
1, there is depicted a block diagram representation of com-
munication architecture for communication between user
equipment (UE) and Evolved Universal Terrestrial Radio
Access Network Node B (eNB). As illustrated, within com-
munication architecture 100 is UE 120 and eNB 130. UE may
be a computer, a portable device, such as a personal digital
assistant (PDA), a smart phone, and/or other types of elec-
tronic devices that provide mobile communication and data
transmission. UE 120 comprises packet data convergence
protocol (PDCP) A 123, radio link control (RLC) A 124,
medium access control (MAC) A 125, and physical layer
(PHY) A 126. In communication with UE 120 is eNB 130.
Comprised within eNB 130 are: carrier selection and switch-
ing (CSS) utility 132, packet data convergence protocol
(PDCP) B 133, radio link control (RLC) B 134, medium
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access control (MAC) B 135, and physical layer (PHY) B
136. Additionally, communication architecture 100 includes
network 160 and server 180.

In one embodiment, eNB 130 transmits and receives data
and/or information from UE 120. PDCP A 123, RLC A 124,
MAC A 125, and PHY A 126 of UE 120 enable UE 120 to
communicate (e.g., configuration data) via respective con-
nections/layers with eNB 130 that similarly comprises PDCP
B 133, RLC B 134, MAC B 135, and PHY B 136. Network
160 also receives and transmits data to and from UE 120 and
eNB 130. Network 160 may send and receive data/informa-
tion from one or more components (not shown) via server
180. Server 180 may be or may include a software deploying
server, and eNB 130 communicates with the software deploy-
ing server (180) via network 160.

With reference now to FIG. 2, there is depicted a block
diagram representation of a base-station (BS)/eNodeB (eNB)
130 within a wireless communication system (WCS) 100,
which operates as an LTE system, according to one embodi-
ment. In one embodiment, eNB 130 may represent a base
transceiver station (BTS), an enhanced/evolved node B (eno-
deB/eNB) or a base station. In the described embodiments,
wireless communication system 100 may support several
standards/networks, such as third generation (3G) and fourth
generation (4G) networks, which include Long Term Evolu-
tion (LTE) standard.

Wireless communication system 100 comprises a number
(“L”) of wireless communication devices, for example, first
and second wireless devices, mobile station (MS) 120 and
MS 204. One or more of the wireless communication devices
may be associated with a mobile user/subscriber. Thus, in
certain instances, a wireless communication device may be
interchangeably referred to herein as a user device, user
equipment (UE), “mobile”, mobile user device, mobile sta-
tion (MS), subscriber or user (as a general reference to the
association of the device(s) to a device user). These refer-
ences are however not intended to be limiting on the applica-
bility of the invention to devices not directly associated with
individual/human users. UE/MS 120 and UE/MS 204 wire-
lessly communicate with eNB 130 via the antenna array that
includes eNB antenna 216a and 2165. Base station/eNB 130
may also be interchangeably referred to herein as an eNodeB.
Also included in wireless communication system 100 is sec-
ond BS/eNodeB 250. BS/eNB 130 and second BS/eNB 250
areinterconnected by means of an X2 interface (e.g., X2 252).
Furthermore, BS/eNB 130 and second BS/eNB 250 are con-
nected by means of an S1 interface (e.g., S1 254) to an
evolved packet core (EPC), and more specifically, to mobility
management entity (MME)/serving gateway (S-GW) 260.
UE/MS 120 and BS/eNB 130 comprises BS controller 208.
Controller 208 comprises memory 214, digital signal proces-
sor (DSP)/Processor 210 and radio frequency (RF) trans-
ceiver 212. Although the logic of RF transceiver 212 is illus-
trated within controller 208, it should be appreciated that with
other implementations, RF transceiver 212 may likely be
positioned external to controller 208. Also, while shown as a
single module/device, DSP/Processor 210 may be one or
more individual processing/control components communica-
tively coupled to each other, and controlling different func-
tions within Controller 208.

In addition to the above described hardware components of
BS/eNB 130 within wireless communication system 100,
various features of the invention may be completed/supported
via software (or firmware) code or logic stored within
memory 214 (or other storage) and executed by DSP/Proces-
sor 210. Thus, for example, illustrated within memory 214 are
a number of software/firmware/logic/data components (or
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modules), including operating system (OS) 240, which
includes Transmission Control Protocol (TCP)/Internet Pro-
tocol (IP) module 242 and Media Access Control (MAC)
protocol module 135. Memory 214 also includes scheduler
224, preconfigured carrier (groups) information 225, carrier
system parameters 227, switch message 229 and Anchor Car-
rier information 231. The BS/eNodeB 130 assigns one or
multiple Anchor carriers to each UE/MS 120. The UE/MS
120 uses this carrier as the starting point to receive the com-
mand from BS/eNodeB 130 to add more non-anchor carriers.
The UE/MS 120 can be configured by the BS/eNodeB 130 to
only receive PDCCH from this Anchor carrier that contains
PDSCH resource allocation information in the Anchor carrier
and/or other non-anchor carriers. The BS/eNodeB 130 can
also configure the UE/MS 120 to receive PDCCH from all of
its assigned carriers. BS/eNB 130, via scheduler 224, sched-
ules downlink communication of data between BS/eNB 130
and UE/MS 120. Also included within memory 214 are ACK/
NACK information 233 and channel quality indicator (CQI)
reports 235. In addition, memory 214 comprises carrier selec-
tion and switching (CSS) logic/utility 132. In one embodi-
ment, CSS utility 132, within eNB 130, may be combined
with or incorporated within one or more applications to pro-
vide a single executable component. Thus, in some imple-
mentations CSS logic 132 may be combined with scheduler
224 as well as with one or more of the other components/
modules to provide a single executable component, collec-
tively providing the various functions of each individual com-
ponent when the corresponding combined utility is executed
by processing components of eNB 130. For simplicity, CSS
utility 132 is illustrated and described as a stand-alone or
separate software/firmware component, which provides spe-
cific functions, as described below. In the described embodi-
ment, CSS utility 132 provides certain functions that are
executed by components within communication architecture
100, specifically UE 120 and eNB 130. For simplicity of the
description, the collective body of code that enables these
various features is referred to herein as CSS utility 132.

In one embodiment, CSS utility 132 may be deployed
from/on the network, via server 180 (FIG. 1). With this con-
figuration, the software deploying server performs one or
more functions associated with the execution of CSS utility
132. Accordingly, eNB 130 is not required to utilize internal
resources of eNB 130 or communication architecture 100 to
execute CSS utility 132.

Among the software code/instructions/logic provided by
CSS utility 132, and which are specific to the invention, are:
(a) code/logic for providing information to a UE that dynami-
cally identifies one or more pre-configured groups of carriers
for communication with the UE; (b) code/logic for transmit-
ting system parameters corresponding to one or more of the
predetermined group of carriers to the UE prior to the trans-
mission of a switch message request; and (c) code/logic for
initiating switching of a first carrier group to a second carrier
group. According to the illustrative embodiment, when
BS/eNB 130 executes CSS utility 132, a series of functional
processes that enable the above functional features as well as
additional features/functionality are implemented. These fea-
tures/functionality are described in greater detail below
within the description of FIGS. 3-5.

Those of ordinary skill in the art will appreciate that the
hardware components and basic configuration depicted in
FIG. 1 and FIG. 2 may vary. The illustrative components
within wireless communication system/architecture 100 and
BS/eNB 130 are not intended to be exhaustive, but rather are
representative to highlight essential components that are uti-
lized to implement the present invention. For example, other
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devices/components may be used in addition to or in place of
the hardware depicted. The depicted example is not meant to
imply architectural or other limitations with respect to the
presently described embodiments and/or the general inven-
tion.

With reference now to FIG. 3, a message flow sequence
between an eNodeB and a UE in a multicarrier network is
illustrated, according to one embodiment. Multicarrier net-
work 300 includes eNB 130 and UE 120 that collectively
provide a sequence of message signals to enable UE 120 to
communicate via multiple carrier groups. In multicarrier net-
work 300, CSS utility 132 signals the assignment of resources
to UE 120 by transmitting (initial) information/message sig-
nal 302 to UE 120. In particular, CSS utility 132 transmits
information signal 302 to indicate the assignment of prede-
termined groups of carriers to UE 120.

In one embodiment, CSS utility 132 dynamically identifies
(e.g., based on transmission conditions) groups of carriers
that are utilized for downlink transmission from eNB 130 to
UE 120. CSS utility 132 pre-establishes these groups of car-
riers and notifies the UE of these assigned carriers by sending
information via message signal 302 about the preconfigured
groups of carriers, which information indicates the particular
carrier groups that UE 120 may utilize. CSS utility 132 also
indicates the carrier group that UE 120 is allowed to utilize for
an initial communication period. Carrier group F1 and carrier
group F2 are predetermined groups of carrier frequencies to
which UE 120 is assigned via message signal 302. One or
more frequencies may exist within carrier group F1 and car-
rier group F2. For example carrier group F1 may include {f1,
2}, where ‘f> is a frequency within the group of carrier
frequencies. Carrier group F2 may provide different and/or
overlapping frequencies than carrier F1, for example,
F2={f2, {3, f4}. Carrier frequency f2 is common among these
two carrier groups, F1 and F2. In one embodiment, CSS
utility 132 may connect to one preconfigured carrier group to
monitor/listen to a single carrier or carrier group to enable
efficient processing and to save battery life.

With message signal 304, CSS utility 132 provides system
parameters for the first carrier group “F1”. In another embodi-
ment, the signal providing information about the preconfig-
ured group of carriers may also provide the system param-
eters of one or more of the predetermined groups of carriers
(carrier group F1 and carrier group F2). The system param-
eters of the predetermined group of carriers may include, but
are not limited to specifications to enable synchronization in
the time and frequency domains at a wireless device receiver.

CSS utility 132 detects that communication via the first
carrier group “F1” is initiated via procedure 306. As part of
procedure 306, CSS utility 132 may (a) utilize a first message
signal to provide confirmation that UE 120 is connected on F1
and (b) await detection of the transfer of data by UE 120 via
F1. CSS utility 132 provides via message signal 308, system
parameters for the second carrier group “F2”. CSS utility
132/eNodeB 130 triggers a switch to the second carrier group
by sending switch message 310 to UE 120 in the form of a
PDCCH order or higher layer messaging. A switch message is
transmitted to UE 120 to initiate switching of a first carrier
group to a second carrier group, from among the predeter-
mined group of carriers (i.e. carrier group F1 and carrier
group F2). The PDCCH order that is transmitted depends on
the identification of the carrier group that is currently active.
For example, if carrier group F1 is the current/active carrier
group, then a switch signal is transmitted to UE 120 to initiate
the switch and to indicate the destination carrier group.
Responsive to transmitting the switch message from eNB 130
via the respective PDCCH to UE 120, an acknowledgment is
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received by eNB 130 from UE 120. The acknowledgment
verifies that a switch by UE 120 from the first carrier (e.g.,
carrier group F1) to the second carrier group (e.g., carrier
group F2) is complete.

In another embodiment, eNB 130 dynamically determines
when to initiate a switch from the first carrier to the second
carrier. In one embodiment, the switch message utilizes a
particular downlink control information (DCI) format. The
switch message provides a preconfigured pattern that conveys
to UE 120 that the transmitted signal is a message to initiate
switching to a new carrier. When there is more than one
carrier group available, the message to switch specifies the
target carrier group, for example, via the number of bits in a
segment of the message. Initiation of a switch from a first
carrier to a second carrier may occur for several reasons that
include but are not limited to the following: (a) when one or
more carriers require designation to a common group of UEs
(e.g. emergency and/or non-emergency UEs); (b) eNB
requires load balancing (e.g. balancing PDCCH loads); (¢) a
request by UE 120 to “listen to” (or operate on) one or more
particular frequencies; and (d) when a particular carrier pro-
vides UE 120 with less battery consumption. In another
embodiment, as an alternative to transmission as a PDCCH
order, the message (or signal), to initiate switching can be
completed by a higher-layer signal. The higher layer signal
may be transmitted as a common message to a predefined
group of UEs (UE 120) to provide overhead savings. CSS
utility 132 may define a custom/new radio network temporary
identifier (RNTT) to support the ability of UEs to listen for this
type of common message). In one embodiment, CSS utility
132 defines an enhanced ACK/NACK procedure to provide
broadcast ACK/NACK feedback.

Following completion of the switch of carriers/carrier
groups, CSS utility 132 detects via procedure 312 that com-
munication via the second carrier group “F2” is initiated. At a
subsequent interval, UE 120 sends message 314 to eNodeB
130 to request a switch back to communication via the first
carrier group “F1”. In response to receipt of the request for a
switch from UE 120, CSS utility 132 transmits switch mes-
sage 316 to enable the switch to communication via “F1”.
Following the switch back to carrier group F1 triggered by the
request from UE 120, CSS utility 132 detects via procedure
318 that communication via the first carrier group “F1” is
initiated.

FIGS. 4-5 are flow charts illustrating various methods by
which the above processes of the illustrative embodiments are
completed. Although the methods illustrated in FIGS. 4-5
may be described with reference to components shown in
FIGS. 1-3, it should be understood that this is merely for
convenience and alternative components and/or configura-
tions thereof can be employed when implementing the vari-
ous methods. Key portions of the methods may be completed
by CSS utility 132, executing within eNB 130 of wireless
communication system/architecture 100 (of FIGS. 1 and 2)
and controlling specific operations of wireless communica-
tion systeny/architecture 100 or eNB 130, and the methods are
thus described from the perspective of both CSS utility 132
and eNB 130.

FIG. 4 describes the process by which eNB 130 signals the
UE 120 to switch to a predetermined carrier. The process of
FIG. 4 begins at initiator block 402 and proceeds to block 404,
at which CSS utility 132 transmits an information signal to
UE 120. The signal provides information about the assigned,
pre-determined carrier groups. At block 406, CSS utility 132
transmits a first complete set of system parameters corre-
sponding to one of the predetermined carrier groups to UE
120.
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Atblock 408, CSS utility 132 transmits to UE 120 a request
for UE 120 to begin initial communication (i.e., communica-
tion during an initial/first communication period) via the par-
ticular/first preconfigured carrier group for which system
parameters are provided. CSS utility 132 detects that com-
munication via the first carrier is initiated, as shown at block
410. At block 412, CSS utility 132 transmits a second set of
system parameters corresponding to a second predetermined
carrier group to UE 120. At block 414, CSS utility 132 trans-
mits to UE 120 a request for UE 120 to switch to communi-
cation via the second carrier group for which the second set of
system parameters have been provided. For example, CSS
utility 132 may transmits a “switch=true” message to the UE.
In one embodiment, CSS utility 132 includes within the
request a preconfigured pattern to indicate that this particular
request message is a switching message (e.g., as opposed to
anactual downlink data grant). CSS utility 132 provides in the
switch request message one or more of: (a) indication for UE
to switch into a preconfigured group; and (b) a bitmap to
identify selected destination group of carriers. In another
embodiment, CSS utility 132 is able to provide UE 120 with
the ability to switch between carrier frequency groups “F1”
and “F2” which are associated respectively with a first com-
munication service via a first standard (e.g., LTE) and a sec-
ond communication service via a second standard (e.g.,
WIFI). A decision is made, at decision block 416, whether the
UE has provided acknowledgment (ACK) that the switch has
taken place. When acknowledgement is not received from
UE, the process returns to block 414. When acknowledgment
is received from the UE, the process continues to block 418.
Atblock 418, CSS utility 132 receives verification that UE is
transferring data, with respect to the carrier switch. The pro-
cess ends at block 420.

FIG. 5 describes the process by which the UE receives and
sends a request to switch to a particular carrier. The process
begins at initiator block 500 and proceeds to block 502, at
which CSS utility 132 transmits a switch signal to the UE 120
as a PDCCH order or higher layer signal. CSS utility 132
determines, at block 504, whether UE acknowledges receipt
of the PDCCH order or higher layer (HL.) signal. When UE
does not acknowledge receipt of the PDCCH or higher layer
signal, the process returns to block 502. When UE does
acknowledge receipt of the PDCCH or higher layer signal, the
process continues to block 506. CSS utility 132 receives
verification from the UE, at block 506, that switching is
complete. At block 508, CSS utility 132 receives verification
that UE 120 has initiated data transfer following the carrier
switch. At block 510, CSS utility 132 determines whether a
request to switch to a second (or different) carrier (or group of
carriers) is received. In one embodiment, CSS utility 132
receives from UE 120 a request to switch to a particular
preconfigured group of carrier frequencies based on one or
more of: (a) indications that the particular pre-configured
group of carrier frequencies is able to achieve better SINR
performance in current transmission conditions; and (b)
lower cost of service via the particular pre-configured group
of carrier frequencies. When the request (from the UE) to
switch to a second carrier is not received (i.e., UE 120 does
not request a carrier switch), the process ends. When the
request (from the UE) to switch to a second carrier is received,
the process continues to block 512. CSS utility 132 deter-
mines, at block 512, whether to accept the UE’s request to
switch to a second carrier. When the request from UE 120 to
switch to a second carrier is not accepted, the process ends.
When the request from UE 120 to switch to a second carrier
is accepted, the process continues to block 514. At block 514,
CSS utility 132 transmits a signal to UE 120 to instruct UE
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120 to switch to a second carrier. In one embodiment, the
second carrier is a previous carrier or a new carrier. The
process ends at block 516.

In the flow charts above, one or more of the methods are
embodied in a computer readable storage medium containing
computer readable code such that a series of steps are per-
formed when the computer readable code is executed (by a
processing unit) on a computing device. In some implemen-
tations, certain processes of the methods are combined, per-
formed simultaneously or in a different order, or perhaps
omitted, without deviating from the spirit and scope of the
invention. Thus, while the method processes are described
and illustrated in a particular sequence, use of a specific
sequence of processes is not meant to imply any limitations
on the invention. Changes may be made with regards to the
sequence of processes without departing from the spirit or
scope of the present invention. Use of a particular sequence is
therefore, not to be taken in a limiting sense, and the scope of
the present invention extends to the appended claims and
equivalents thereof.

As presented by the described and illustrated embodi-
ments, in a wireless communication system, CSS utility 132/
eNodeB 130 provides a method and a base-station (e.g., eNo-
deB) that enables a wireless device to switch between carriers
on a multi-carrier network by performing the following func-
tions: dynamically identifying multiple preconfigured groups
of carrier frequencies for downlink communication with the
wireless device; sending, to the wireless device, an informa-
tion signal that specifies a first pre-configured group of carrier
frequencies and an alternative, second pre-configured group
of carrier frequencies, wherein the first and second precon-
figured groups of carrier frequencies are included within the
multiple preconfigured groups of carrier frequencies identi-
fied; transmitting substantially complete sets of system
parameters associated with the first pre-configured group of
carrier frequencies and the second pre-configured group of
carrier frequencies to the wireless device; and sending a
request message to the wireless device to instruct the wireless
device to communicate via the first pre-configured group of
carrier frequencies during a first communication period.

The method and base station further perform the following
functions: dynamically determining when to trigger a switch
from the first preconfigured carrier group to the second pre-
configured carrier group; in response to a determination that
an optimal period to trigger the switch is a current period,
transmitting a switch message to request the switch; obtain-
ing acknowledgement information that indicates whether the
wireless device completed the switch according to the switch
message; following the switch, receiving verification that the
wireless device is receiving data via the second preconfigured
group of carrier frequencies; receiving from the wireless
device a request to switch to a particular preconfigured group
of carrier frequencies; and responding to the request from the
wireless device to switch to the particular preconfigured
group of carrier frequencies.

As will be appreciated by one skilled in the art, the present
invention may be embodied as a method, system, and/or
computer program product. Accordingly, the present inven-
tion may take the form of an entirely hardware embodiment,
an entirely software embodiment (including firmware, resi-
dent software, micro-code, etc.) or an embodiment combin-
ing software and hardware aspects that may all generally be
referred to herein as a “circuit,” “module,” “logic”, or “sys-
tem.” Furthermore, the present invention may take the form of
a computer program product on a computer-usable storage
medium having computer-usable program code embodied in
or on the medium.
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As will be further appreciated, the processes in embodi-
ments of the present invention may be implemented using any
combination of software, firmware, microcode, or hardware.
As a preparatory step to practicing the invention in software,
the programming code (whether software or firmware) will
typically be stored in one or more machine readable storage
mediums such as fixed (hard) drives, diskettes, magnetic
disks, optical disks, magnetic tape, semiconductor memories

5

such as RAMs, ROMs, PROMs, etc., thereby making an 0

article of manufacture in accordance with the invention. The
article of manufacture containing the programming code is
used by either executing the code directly from the storage
device, by copying the code from the storage device into
another storage device such as a hard disk, RAM, etc., or by
transmitting the code for remote execution using transmis-
sion type media such as digital and analog communication
links. The medium may be electronic, magnetic, optical, elec-
tromagnetic, infrared, or semiconductor system (or apparatus
or device) or a propagation medium. Further, the medium
may be any apparatus that may contain, store, communicate,
propagate, or transport the program for use by or in connec-
tion with the execution system, apparatus, or device. The
methods of the invention may be practiced by combining one
or more machine-readable storage devices containing the
code according to the described embodiment(s) with appro-
priate processing hardware to execute the code contained
therein. An apparatus for practicing the invention could be
one or more processing devices and storage systems contain-
ing or having network access (via servers) to program(s)
coded in accordance with the invention. In general, the term
computer, computer system, or data processing system can be
broadly defined to encompass any device having a processor
(or processing unit) which executes instructions/code from a
memory medium.

Thus, it is important that while an illustrative embodiment
of the present invention is described in the context of a fully
functional computer (server) system with installed (or
executed) software, those skilled in the art will appreciate that
the software aspects of an illustrative embodiment of the
present invention are capable of being distributed as a pro-
gram product in a variety of forms, and that an illustrative
embodiment of the present invention applies equally regard-
less of the particular type of media used to actually carry out
the distribution. By way of example, a non exclusive list of
types of media, includes recordable type (tangible) media
such as floppy disks, thumb drives, hard disk drives, CD
ROMs, DVDs, and transmission type media such as digital
and analogue communication links.

While the invention has been described with reference to
exemplary embodiments, it will be understood by those
skilled in the art that various changes may be made and
equivalents may be substituted for elements thereof without
departing from the scope of the invention. In addition, many
modifications may be made to adapt a particular system,
device or component thereof'to the teachings of the invention
without departing from the essential scope thereof. There-
fore, it is intended that the invention not be limited to the
particular embodiments disclosed for carrying out this inven-
tion, but that the invention will include all embodiments fall-
ing within the scope of the appended claims. Moreover, the
use of the terms first, second, etc. do not denote any order or
importance, but rather the terms first, second, etc. are used to
distinguish one element from another.
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What is claimed is:

1. In a wireless communication system having an evolved
nodeB (eNodeB), a method for enabling a wireless device to
switch between carriers on a multi-carrier network, the
method comprising:

dynamically identifying a plurality of preconfigured

groups of carrier frequencies for downlink communica-
tion with the wireless device;

sending, to the wireless device, at least one information

signal that specifies a first pre-configured group of car-
rier frequencies and an alternative, second pre-config-
ured group of carrier frequencies from among the plu-
rality of preconfigured groups of carrier frequencies
identified;

sending a request message to the wireless device to instruct

the wireless device to communicate via the first pre-
configured group of carrier frequencies during a first
communication period;

dynamically determining whether or not to trigger a switch

from the first preconfigured group of carrier frequencies
to the second preconfigured group of carrier frequen-
cies, wherein triggering a switch from the first precon-
figured group of carrier frequencies to the second pre-
configured group of carrier frequencies occurs when one
of the following occurs: (1) one or more carrier frequen-
cies require designation to a common group of wireless
devices, (2) the wireless device generates a request to
listen to or operate on one or more particular carrier
frequencies, (3) a particular carrier frequency provides
the wireless device with less battery consumption, and
(4) the second pre-configured group of carrier frequen-
cies provides lower cost of service than the first pre-
configured group of carrier frequencies; and

in response to determining to trigger said switch, transmit-

ting a switch message to request said wireless device to
perform the switch.
2. The method of claim 1, further comprising:
obtaining acknowledgement information from the wireless
device indicating that the wireless device has completed
the switch according to said switch message; and

receiving verification that said wireless device is receiving
data via said second preconfigured group of carrier fre-
quencies.

3. The method of claim 1, further comprising:

providing instructions to said wireless device to restrict

said wireless device from communicating via said sec-
ond pre-configured group of carrier frequencies until
said eNodeB transmits the signal to the wireless device
to request the switch to said second pre-configured
group of carrier frequencies.

4. The method of claim 1, further comprising:

transmitting to said wireless device a first set of system

parameters corresponding to said first preconfigured
group of carrier frequencies prior to the request to ini-
tiate communication in said initial communication
period via said first preconfigured group;

transmitting a second set of system parameters following

connection of said wireless device with said eNodeB via
said first pre-configured group of carrier frequencies.

5. The method of claim 4, wherein the first set of system
parameters associated with said first pre-configured group is
transmitted at a period that is defined by one of: (a) a higher
priority, first period that is prior to transmission of said second
set of system parameters; and (b) a lower priority, second
period that is substantially at a same time as a transmission of
said second set of system parameters.
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6. The method of claim 1, further comprising:

sending an appropriate set of system parameters to the
wireless device at a period prior to transmission of a
request to switch to a corresponding preconfigured
group of carrier frequencies, wherein said appropriate
set of system parameters are provided prior to the switch
to minimize delays in subsequent switching of carrier
frequencies.

7. The method of claim 1, further comprising assigning one
or more anchor carriers to the wireless device.

8. The method of claim 1, wherein said preconfigured
groups of carrier frequencies include one or more overlapping
carriers.

9. The method of claim 1, further comprising:

transmitting the switch message as one of a physical down-

link control channel (PDCCH) order signal and a higher-
layer signal;

wherein, when the predefined signal is transmitted as a

higher-layer signal, transmitting a common message to a
predefined group of wireless devices.

10. The method of claim 9, further comprising:

providing, with the switch message, preconfigured pattern

information that indicates to said wireless device that a
current message is a request to initiate a switch to a new
carrier;

wherein said switch message provides a bitmap to enable

identification of selected carriers.

11. The method of claim 9, further comprising:

providing said wireless device with an ability to switch

between preconfigured carrier frequency groups, which
are respectively associated with a first communication
service via a first standard and a second communication
service via a second standard;

wherein said first standard is LTE and said second standard

is WIFL

12. The method of claim 1, further comprising:

receiving from said wireless device a request to switch to a

particular preconfigured group of carrier frequencies;
and

determining whether to approve said request to switch to

said particular preconfigured group of carrier frequen-
cies; and

in response to a determination to approve said request to

switch is made, transmitting a corresponding switch
request message to the wireless device.

13. An evolved Node B (eNodeB) comprising:

a processor;

a memory having stored therein a scheduler;

a utility which when executed by the processor, performs

the functions of:

dynamically identifying a plurality of preconfigured
groups of carrier frequencies for downlink communi-
cation with the wireless device;

sending, to the wireless device, at least one information
signal that specifies a first pre-configured group of
carrier frequencies and an alternative, second pre-
configured group of carrier frequencies from among
the plurality of preconfigured groups of carrier fre-
quencies identified;

sending a request message to the wireless device to
instruct the wireless device to communicate via the
first pre-configured group of carrier frequencies dur-
ing a first communication period;

dynamically determining whether or not to trigger a
switch from the first preconfigured group of carrier
frequencies to the second preconfigured group of car-
rier frequencies, wherein triggering a switch from the
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first preconfigured group of carrier frequencies to the
second preconfigured group of carrier frequencies
occurs when one of the following occurs: (1) one or
more carrier frequencies require designation to a
common group of wireless devices, (2) the wireless
device generates a request to listen to or operate on
one or more particular carrier frequencies, (3) a par-
ticular carrier frequency provides the wireless device
with less battery consumption, and (4) the second
pre-configured group of carrier frequencies provides
lower cost of service than the first pre-configured
group of carrier frequencies; and
in response to determining to trigger said switch, trans-
mitting a switch message to request said wireless
device to perform the switch.
14. The eNodeB of claim 13, wherein said utility further
performs the functions of:
obtaining acknowledgement information from the wireless
device that indicates whether the wireless device has
completed the switch according to said switch message;
and
receiving verification that said wireless device is receiving
data via said second preconfigured group of carrier fre-
quencies.
15. The eNodeB of claim 13, wherein said utility further
performs the functions of:
providing instructions to said wireless device to restrict
said wireless device from communicating via said sec-
ond pre-configured group of carrier frequencies until
said eNodeB transmits the signal to the wireless device
to request the switch to said second pre-configured
group of carrier frequencies.
16. The eNodeB of claim 13, wherein said utility further
performs the functions of:
transmitting to said wireless device a first set of system
parameters corresponding to a first preconfigured group
of carrier frequencies prior to the request to initiate
communication in said initial communication period via
said first preconfigured group;
transmitting a second set of system parameters following
connection of said wireless device with said eNodeB via
said first pre-configured group of carrier frequencies.
17. The eNodeB of claim 16, wherein the first set of system
parameters associated with said first pre-configured group is
transmitted at a period that is defined by one of: (a) a higher
priority, first period that is prior to transmission of said second
set of system parameters; and (b) a lower priority, second
period that is substantially at a same time as a transmission of
said second set of system parameters.
18. The eNodeB of claim 13, wherein said utility further
performs the functions of:
sending an appropriate set of system parameters to the
wireless device at a period prior to transmission of a
request to switch to a corresponding preconfigured
group of carrier frequencies, wherein said appropriate
set of system parameters are provided prior to the switch
to minimize delays in subsequent switching of carrier
frequencies.
19. The eNodeB of claim 13, wherein said utility further
performs the functions of:
assigning one or more anchor carriers to the wireless
device; and
wherein said preconfigured groups of carrier frequencies
include one or more overlapping carriers.
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20. The eNodeB of claim 13, wherein said utility further
performs the function of:
transmitting the switch message as one of a physical down-
link control channel (PDCCH) order signal and a higher-
layer signal;
wherein, when the predefined signal is transmitted as a
higher-layer signal, transmitting a common message to a
predefined group of wireless devices.
21. The eNodeB of claim 20, wherein said utility further
performs the function of:
providing, with the switch message, preconfigured pattern
information that indicates to said wireless device that a
current message is a request to initiate a switch to a new
carrier;
wherein said switch message provides a bitmap to enable
identification of selected carriers.
22. The eNodeB of claim 20, wherein said utility further
performs the function of:
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providing said wireless device with an ability to switch
between preconfigured carrier frequency groups, which
are respectively associated with a first communication
service via a first standard and a second communication
service via a second standard;

wherein said first standard is LTE and said second standard
is WIFL

23. The eNodeB of claim 13, wherein said utility further

performs the function of:

receiving from said wireless device a request to switch to a
particular preconfigured group of carrier frequencies;
and

determining whether to approve said request to switch to
said particular preconfigured group of carrier frequen-
cies; and

in response to a determination to approve said request to
switch is made, transmitting a corresponding switch
request message to the wireless device.
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